


 

 
 
Split Island Booth 
 
A Split Island booth is a peninsula booth, which shares a common backwall with another 
peninsula booth.  The entire cubic content of the booth including header graphics may not 
exceed sixteen feet (16’) in height.   Additionally, any unfinished and exposed portion of 
an exhibit must be made presentable prior to show opening at the expense of the 
Exhibitor. 
 
Island Ceiling/Canopy restrictions for Island or Split Island configurations: 
 
Ceilings and/or canopies may be constructed but must comply with cubic content height 
restrictions as stated above.  A ceiling may not be lower than seven feet (7’) from the 
floor within five feet (5’) of any aisle.  Canopy supports should be no wider than three 
inches (3”). Fire and safety regulations in certain facilities dictate specific regulations 
so please contact NIELSEN BUSINESS MEDIA if your exhibit is composed of any 
ceiling treatment. 
 
 
 
 
 
 

 
 
 
 
 



 
 

 
Common Considerations and Requirements 

 
 
 
Americans with Disabilities Act (ADA) 
Exhibiting companies are required to be in compliance with the Americans with 
Disabilities Act (ADA) and are encouraged to be sensitive and accommodating 
as possible.  For additional information go to: www.usdoj.gov/crt/ada/infoline.htm. 
 
 
Fire and Safety Regulations 
 
All construction materials used in your booth design must be made from certified 
fire retardant materials.  Each exhibitor is asked to have available on-site both 
samples for testing and flame proofing certificates for inspection.   
 
 
Electrical 
 
Outlined within your Exhibitor Service Kit are the specific facility electrical 
requirements.  Please read these requirements carefully and contact the facility-
engineering department with special needs or considerations. 
 
Common considerations include: 

* All 110-volt wiring should be grounded three wires. 
* All wiring that touches the floor must be a minimum of 14-guage/three 

wire flat cord insulated to qualify for “extra hard usage”. 
* All power strips must be UL approved, with built-in over-load protectors. 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
Please Note: 
 
The following items require written approval from the Nielsen Operations 
Department before they can be included in your exhibit.  Your request must be 
submitted no less than 30 days in advance of the first day of the event move-in.   
 
Thank you for your ongoing participation.  
 _______________________________________________________________ 
 
Advance Permission Requests are for the Following: 

 
HANGING SIGNS 
STAND ALONE TOWERS 
MULTI –STORY EXHIBIT AREAS 
MOTOR VEHICLE 
OPEN FLAME AND/OR PROPANE 
SPECIAL LIGHTING SUCH AS LASERS OR ULTRAVIOLET LIGHTING 
LIGHTING TRUSSES OR OVERHEAD LIGHTING  
SOUND or MUSIC  
PHOTOGRAPHY 
 
Note: Halogen lighting in some states such as Nevada and Illinois are not 
permitted.  If your exhibit includes halogen lighting, please contact the Nielsen 
Operations Department @ 800-933-8735. 
 
________________________________________________________________ 
Special Reminder: 
 
HANGING SIGNS     
 
1. Hanging Signs 
Only exhibitors with a 400 square feet or larger - peninsula or island booth - may hang 
signs.  Refer to the Hanging Sign/Truss Order form in the SERVICE ORDER FORMS 
Section of this manual. All hanging of signs and any other items that must be suspended 
from the ceiling must be handled by the General Service Contractor. All hanging signs 
must be shipped to the advance warehouse and labeled as a “Hanging Sign.”  
Show Management and the facility must approve the hanging of all signs and all other 
items that must be suspended from the ceiling. Signs can only be hung from existing 
hang points.  Please note that display houses or exhibitor personnel may, may not be 
allowed to pre-assemble any hanging sign. Please check the Job Site Work Rules, or 
Labor Jurisdictions outlined in this section of your Exhibitor Service Kit to confirm. 
 


